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Copyright and Trademarks 

All the information and drawings in this manual are the property of Heat Saving Systems/Teplomash 

and may not be used (other than for the actual installation and operation of the unit), photocopied, 

duplicated, translated and/or sent to a third party without Heat Saving Systems/Teplomash’s prior 

permission.  

Heat Saving Systems/Teplomash is a registered trademark. 

 

Liability for the contents of this manual 

Please read manual prior to installation. The utmost care has been taken in ensuring the accuracy of all 

instructions, descriptions, parts lists, drawings and schematics contained herein. It is the responsibility 

of the installers to install the supplied air curtains to all local Codes and by Laws. Heat Saving 

Systems/Teplomash disclaims any liability for damage resulting from any inaccuracies and/or 

deficiencies in this manual.  

Should you detect any errors or ambiguities in this manual then we would be pleased to hear from you: 

it helps us to improve our documentation even further. 

Heat Saving Systems/Teplomash retains the right to change the specifications stated in this manual. 

 

For more information 

If you have any comments or questions about this product, please feel free to contact Teplomash or 

Heat Savings Systems at: 

 

North America      Europe 

Heat Saving Systems Ltd.    Teplomash 

5000 Dufferin St. Suite 219    90, Revolutsii hwy,  

Toronto, Ontario      Saint-Petersburg, 

M3H 5T5 Canada       Russian Federation , 195279 

       +7(812) 301-99-40 

Toll Free 1 888 894 5717    +7(812) 380-13-24 

Tel 416 479 8563     +7(812) 327-63-82 (Fax)    

 

info@heatsavingsystems.ca                 root@teplomash.ru 

www.heatsavingsystems.com      www.teplomash.ru 

  



3 
 

Table of contents 

 

Chapter 1. General information. ............................................................................................... 4 

1.1. Introduction. .................................................................................................................... 4 

1.2      Safety Information……………..……….……….…………..…………………………..4       

1.3. Design and Function ....................................................................................................... 5 

     1.4      Included with Delivery………………………………………………………………….5 

Chapter 2. Installation and operation ........................................................................................ 6 

2.1. Specifications, Figures, Drawings .................................................................................. 6 

2.2. Operating Conditions .................................................................................................... 11 

2.3. Installation ..................................................................................................................... 11 

2.4. Operating Instructions ................................................................................................... 12 

Chapter 3. Service and Maintenance ............................................................................................. 14 

3.1. Maintenance ................................................................................................................ ..14 

3.2  Schedule …………………………..……………………………………………….…..15 

3.3. Troubleshooting. ........................................................................................................... 16 

3.4. Transport, handling and storage. ................................................................................... 16 

Chapter 4. Warranty statement ............................................................................................... 17 

 

 

 

 

 

 

 

 



4 
 

Chapter 1. General Information 

1.1 Introduction 

 

 
      IMPORTANT! 

Please read this manual and all labels attached to the unit carefully before attempting to install, 

operate or service Air Curtain!  

Check unit data plate for electrical specifications to verify compatible power requirements.  

Keep this manual available at all times for operations and service personnel as well as a record of 

operating conditions and maintenance schedules in case of future warranty questions. 

Any installation and service work of the Air Curtains can only be performed by qualified and 

authorized personnel.   

All installations must comply with all local Codes and by laws, and inspected and approved for 

operation by local governing authority prior to use. 

 

 

1.2 Safety Information 

IMPORTANT INSTRUCTIONS! 

 
When using electrical appliances, basic precautions should always be followed to reduce the risk of 

fire, electric shock, and injury to persons, including the following: 

1. Installation, service or electrical wiring must be done by qualified person(s) in accordance with 

all applicable codes and standards. 

2. The Air Curtain must be grounded. 

3. This Air Curtain has a heating element installed. The cover of the unit may heat up during 

operation, to avoid burns caution is advised if approaching the unit while it is in operation.  

4. Do not leave unattended children and persons with mobility issues around the Air Curtain while it 

is operating. 

5. In the event of a malfunction, disconnect power to the unit and a full diagnostic and service or 

repair by qualified personnel will be required prior use.  

6. This Air Curtain is for interior use only. Do no expose to water or high humidity.  

7. Disconnect the unit from the power supply before cleaning and servicing. 

8. To disconnect the unit, turn controls to off, and turn off power at main disconnect panel. 

9. Do not insert anything or allow debris to enter either the intake or nozzles of the Air Curtain, as 

this may cause an electric shock or fire, or damage the unit. 

10. Do not cover or block intakes or nozzles as overheating of internal components may increase risk 

of fire. 

11. Any electrical appliance or machine may have a risk of internal sparks. Do not install Air Curtain 

in the vicinity of any airborne volatile or flammable compounds, risk of fire or explosion.  

12. Use this unit only as described in this manual. Any other use not recommended by the 

manufacturer may cause fire, electric shock, or injury to persons. 

 

SAVE THESE INSTRUCTIONS! 
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1.3 Design and Function 

Air Curtains are most often used as energy saving devices used in conjunction with the heating and ventilation 

system of a building.  Air Curtains can be installed horizontally or vertically over an opening, typically where a 

temperature difference between interior and exterior is to be maintained.  Though used primarily in building 

applications, air curtains are also used extensively outside of freezers and walk in coolers, for the same reasons, 

and in addition, can be used to prevent insects from entering a building. 

 

Though they can be used as supplementary heaters, the primary, and most efficient use of an Air Curtain, is 

when used to create a “curtain” of air, heated or ambient, to act as a barrier over an opening; preventing external 

air from getting into the building, or air conditioned air from the interior, escaping to the exterior. Opening and 

closing doors can result in a heat loss 70 to 80%, and rooms with a correctly installed Air Curtain are two to 

three times more energy efficient, than a room with no Air Curtain. 

 

1.4 Included with Delivery 

 Air Curtain. 

 Hardware kit. 

 Installation and Maintenance Instructions. 

 Owner Manual. 

 Control panel.  
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Chapter 2. Installation and Operation 

2.1 Specifications, Figures, Drawings 

Model Number classification  

 

AC300 – 79А: 

AC - Air Curtain 

300 - Series number 

79 - Width (in inches) 

Heat Source: А – Ambient 

 

Figure 1 Appearance of the Air Curtain AC300-79A 
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Technical Specifications 

 

*The maximum current of the unit in this table and on unit label is shown at the rated voltage 208V. 

 

Series                    AC300 

Model -                                        AC300-79A 

Power supply V/PH/Hz 208/1/60 

Air volume 
cfm 

m3/h 

2090 

3550 

Max. door height 
ft 

m 

11,5 

3,5 

Overall dimensions (LxWxH) 
in 

mm 

78,6х12,7х10,3 

2015x325х265 

Length 
ft 

mm 

6,6 

2000 

Weight 
lb 

kg 

60,5 

27,5 

Max unit current* A 2,2 

Motor input 
hp 

W 

0,56 

420 

Sound level (at 16.4 ft distance) dB(A) 56 

Max motor current A 2,2 

Motor ratings 
V – PH - 

Hz 
208/1/60 

Total power input 
kW 

Hp 

0,42 

0,56 

MCA A 2,5 

MOP A 5 

Fuse 

A 5 

mm 5 x 20 



8 
 

 

Figure 2 Wiring diagram AC300-79А 
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Figure 3 Electric circuit of control panel 
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Figure 4 Installation dimensions AC300-79A 
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2.2 Operating Conditions 

 

Room temperature not to exceed          -4 to +104°F (-20 to +40°C) 

Relative humidity maximum      68°F (+20°C), 80% 

Interior air quality: Dust and other airborne contaminants must not exceed 10mg/m3 

 

2.3 Installation 

The room temperature should be above 32°F (0°C). If Air Curtains were stored at lower temperature, 

allow to come up to room temperature for at least 2 hours prior to installation and operation. 

Install air curtain with a minimum 3” clearance above the unit to allow heat from the heating elements 

to dissipate. 

Air Curtains are to be installed as close as possible, over, or to either side of an opening. Angle of the 

air jet should be aligned from 10° to 30° to the exterior of the building, depending on interior pressure 

conditions and local wind speeds. Installation of Air Curtain may require engineered specifications. 

 

1. Horizontal installation –install versatile mounting brackets on the wall in a vertical position. 

Partially preinstall the mounting bolts into the upper threaded slots in the back of the air curtain. 

Hang curtain on the brackets, and secure. Install and secure bolts into the lower mounting slots and 

tighten all bolts to secure  

2. Vertical installation – install versatile mounting brackets horizontally. Preinstall mounting bolts 

into upper positioned threaded mounting slots, and hang air curtain.  Continue with lower bolts and 

secure all bolts. 

3. Control Panel – panel is prewired.  If temperature is to monitored at the door, mount control panel 

as close as possible to the opening. If air curtain is to be used as a supplementary heater, then 

mounting the unit farther away, may be required to accurately maintain an ambient temperature in 

the immediate area. 

4. Remove cover and secure base to the wall.  Reinstall cover.  If installation is beyond the length of 

cable supplied, insure that all extension wiring is properly connected to correct terminals in the 

panel, prior to connecting power, as an improper connection may damage or destroy the control 

panel or cause changes to operating functions.   

 

NOTE: Some models of Air Curtains may have multiple connections to one control panel; please 

consult a Heat Saving Systems/ Teplomash representative prior to installation. 

 

 

 

 

 

IMPORTANT! 

Do not operate Air Curtains where air borne acids, alkalis, adhesives, flammable substances, 

fibrous (oleoresins, industrial fiber etc.) or any other corrosive contaminants are in the air, and/or 

substances that are damaging to carbon steel, or can clog impeller or air intakes. 
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Powering electric heated units first time 

 

Connect all wiring to comply with all local code requirements, verify phase wiring correct and neutral 

not cross wired. Check all connections to make sure secure and correct.  Turn on power to circuit.  

Push power button on control panel.  LCD will turn on and display room temperature.  After that air 

curtain is ready for operation.  If control panel does not turn on, see Troubleshooting below. 

 

2.4 Operating Instructions 

Operating principle 

1. Air fans provide necessary air flow. Room air is sucked in through the air intake and exhaust 

through the nozzle in the form of directed jet. 

2. Air flow velocity can be adjusted in proportion to air pressure on the doorway. Air curtain 

operation forces combined air stream to bend towards the room interior (when the room air is 

heated and the exterior is cold). The more load caused by temperature differences and wind, the 

more should be the air flow velocity from air curtain. Air flow velocity can be adjusted by use of 

setting buttons on the control panel. 

Control panel 

 Air Curtain control is carried out with control panel or with remote control. Control panel has an 

infrared receiver and receive the signals from remote control. 

 There are 5 buttons, 5 light emitting diodes and LCD display on control panel  

 There are ambient temperature sensor and thermostat inside the control panel.  

 Remote control has 5 buttons, infrared transmitter and battery cabinet (AA R6 3 pcs, included). 

  

Note: When operating the air curtain with remote control, maintain a distance of 6 m and angle of 60° 

to the infrared receiver on the control panel. 

 

Figure 12 Control panel, remote control and LCD display 

                                                    

                                               

 

                 

 

 

 

 

  

Infrared receiver 

Power on/off 

Temperature 
settings 

Heat settings Fan settings 

Power on/off 

Heat settings 

Fan settings 

Temperature 
settings 

LCD display 
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Button symbol Description Terms of use 

 Power on/off Press to turn on/off the unit. 

 Heat settings NOT USED for ambient air curtains. 

 
Fan settings 

Low air flow 

Press once and “low air flow” diode will light up, 

after that low air flow mode will turn on.  

Medium air flow 

Press the button twice and “medium air flow” 

diode will light up, “low air flow” diode will go 

out and medium airflow mode will turn on 

afterwards. 

High air flow 

Press the button three times and “high air flow” 

diode will light up, “medium air flow” diode will 

go out and high airflow mode will turn on 

afterwards.  

  
Temperature settings  

NOT USED for ambient air curtains. 

LCD display shows room temperature. 

NOTE: 

LCD display symbols « » « » « » DO NOT USED for ambient air curtains. 

 

  

  IMPORTANT! 

The control panel must be installed in the same room as the air curtain, but outside air jet zone       

from nozzle. 



14 
 

Chapter 3. Service and Maintenance 

3.1 Maintenance  

To ensure reliable and efficient operation of Air Curtains regular maintenance is required. 

 1)  Electrical connections should be checked monthly to verify all connections sound.  Secure any 

loose connections to minimize any risk of arcing and wire damage.  

2) Monitor air curtain regularly for any unusual sounds or vibrations.   

 

3) Do not operate if occurs. Repair may be required. 

 

All maintenance must be performed by qualified personnel only and be logged according to the 

maintenance record on the form below: 

 

Date Hours of operation Operation 
Notes regarding 

technical condition 
Service Person 
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3.2 Schedule 

All maintenance must be logged and receipts from any outside service companies must accompany 

any warranty claims. Follow the maintenance schedule according to the table below. 

Schedule #1 

Visual inspection to exterior, to detect vibration or visible damage 

Check all connections, mounts and other visible welds and rivets 

Check electrical and ground connections 

Vacuum fan air intake and nozzles 

Schedule #2  

All points as per schedule #1 

Verify shielding on all wiring 

Analysis of motor operation – amperage, resistance etc. 

visual level of  vibrations or noises 

Schedule #3 

All points as per schedule #2 

Remove outer cover and clean and vacuum interior including heater core, (remove if 

necessary) 

Clean impeller without dismantling 

Check rubber bushings of impeller for the presence of cracks  

Check all terminals electrical connections, secure and repair if necessary 

Schedule #4 

All points as per schedule #3 

Rinse and clean of heater core 
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3.3 Troubleshooting 

Potential problem Possible reason What to do 

Air Curtain not working 

Loss of power supply Check breaker 

Loose power cord, loose terminal 

connection, or line connections 

Check cable and connections 

integrity. Replace or repair if 

needed. 

 Control panel malfunction Check or replace control panel 

Decreased air flow from 

nozzle, or insufficient 

heat in the room  

Air intake clogged, heater core 

clogged  

Clean intakes, remove and clean 

heater core. 

External conditions higher than 

expected wind conditions  

Increase angle of the jet across 

opening, more to the exterior 

Loss of air pressure in the room or 

building,  

Check room pressure. Balance the 

ventilation system 

Heating or fan not 

operating 

 

 

Safety cut-out may have tripped  

Reset by opening the labeled 

points and pressing down on the 

button to reset 

Desired temperature not set 
Set  a desired temperature on the 

control panel 

Insufficient air heating 
Non functioning electric heating 

elements 

Check integrity of electric heating 

elements 

 

3.4 Transport, handling, storage 

1. Air Curtains are packed in a cardboard boxes and/or crates, with additional interior foam 

protection. Packed Air Curtains can be transported by all modes of sheltered transport, with 

average temperature from -58F (-50C) to 122F (+50) and with the average relative 

humidity of 80% (at 68 F (20C)) in accordance with instructions posted on the packaging. 

2. Air Curtains should be stored in manufacturer’s packaging with average temperature from -

58F (-50C) to 122F (+50) and with the average relative humidity of 80% (at 68 F (20C)) 

in accordance with instructions posted on the packaging. 

3. Inspect Air Curtains upon receipt.  Notify transport company immediately if any damage noted 

upon delivery. 
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Chapter 4.Warranty statement 

The guarantee is only valid if the Heat Saving Systems units are used in the manner intended by the 

manufacturer and in accordance with the Installation and Maintenance Instructions. 

Heat Saving Systems /Teplomash warranties the Air Curtain for 2 (two) years after delivery.  

Manufacturer will repair or replace, free of charge, any component for the duration of the warranty 

period in the case of malfunction due to manufacturing defect.  

Heat Saving Systems /Teplomash warranties Air Curtains and factory supplied components, against 

any rust penetration; to be defined as penetrate entirely through a surface, or part thereof, in or on the 

body of the Air Curtain.   

Heat Saving Systems /Teplomash excludes liability for: 

 Damage due to delivery mishandling 

 Improper installation or operation 

 Use of unspecified components during or after initial installation or in the course of operation 

 Unauthorized modifications or additions 

 Normal wear and tear of components 

 Improper start up procedures as specified in the Installation and Operation Instructions  

 Failure to comply with maintenance schedule (above) 

 

All claims must be signed, and presented on installer’s letterhead, accompanied by a report detailing 

the defect, location, operating conditions and proof of maintenance.  

 

In the event of a warranty claim, Heat Saving Systems and Teplomash, at its own discretion, reserve 

the right to engage the services of an independent 3rd party mechanical or electrical consultant to 

inspect, service or make repairs. If such assessment determines improper installation or use, any 

incurred expenses maybe charged back to claimant. 
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Heat Saving Systems Air Curtains are designed and manufactured in compliance with UL STD 2021, 

NSF STD 37. Air Curtains are certified to CAN/CSA C22.2 STD No. 46.  

 

Air Curtain __________________________________________________________ 

 

Factory number № ____________________________________________________  

 

Date of manufacturing   ____________________   L.S.    ______________   

                                               (signature) 

Air curtain was installed and connected according to manual by: 

Quality control  ________________________________________________________ 

                                                             (position, print name, signature) 
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Copyright and Trademarks 

All the information and drawings in this manual are the property of Heat Saving Systems/Teplomash 

and may not be used (other than for the actual installation and operation of the unit), photocopied, 

duplicated, translated and/or sent to a third party without Heat Saving Systems/Teplomash’s prior 

permission.  

Heat Saving Systems/Teplomash is a registered trademark. 

 

Liability for the contents of this manual 

Please read manual prior to installation. The utmost care has been taken in ensuring the accuracy of all 

instructions, descriptions, parts lists, drawings and schematics contained herein. It is the responsibility 

of the installers to install the supplied air curtains to all local Codes and By Laws. Heat Saving 

Systems/Teplomash disclaims any liability for damage resulting from any inaccuracies and/or 

deficiencies in this manual.  

Should you detect any errors or ambiguities in this manual then we would be pleased to hear from you: 

it helps us to improve our documentation even further. 

Heat Saving Systems/Teplomash retains the right to change the specifications stated in this manual. 

 

For more information 

If you have any comments or questions about this product, please feel free to contact Teplomash or 

Heat Savings Systems at: 

 

North America      Europe 

Heat Saving Systems Ltd.    Teplomash 

5000 Dufferin St. Suite 219    90, Revolutsii hwy,  

Toronto, Ontario      Saint-Petersburg, 

M3H 5T5 Canada      Russian Federation , 195279 

       +7(812) 301-99-40 

Toll Free 1 888 894 5717    +7(812) 380-13-24 

Tel 416 479 8563     +7(812) 327-63-82 (Fax)    

 

info@heatsavingsystems.ca                 root@teplomash.ru 

www.heatsavingsystems.com      www.teplomash.ru 
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Chapter 1. General Information 

 

1.1 Introduction 

 

 
      IMPORTANT! 

Please read this manual and all labels attached to the unit carefully before attempting to install, 

operate or service Air Curtain!  

Check unit data plate for electrical specifications to verify compatible power requirements.  

Keep this manual available at all times for operations and service personnel as well as a record of 

operating conditions and maintenance schedules in case of future warranty questions. 

Any installation and service work of the Air Curtains can only be performed by qualified and 

authorized personnel.   

All installations must comply with all local Codes and by laws, and inspected and approved for 

operation by local governing authority prior to use. 

 

 

1.2 Safety Information 

IMPORTANT INSTRUCTIONS! 

 
When using electrical appliances, basic precautions should always be followed to reduce the risk of 

fire, electric shock, and injury to persons, including the following: 

1. Installation, service or electrical wiring must be done by qualified person(s) in accordance with 

all applicable codes and standards. 

2. The Air Curtain must be grounded. 

3. This Air Curtain has a heating element installed. The cover of the unit may heat up during 

operation, to avoid burns caution is advised if approaching the unit while it is in operation.  

4. Do not leave unattended children and persons with mobility issues around the Air Curtain while it 

is operating. 

5. In the event of a malfunction, disconnect power to the unit and a full diagnostic and service or 

repair by qualified personnel will be required prior use.  

6. This Air Curtain is for interior use only. Do no expose to water or high humidity.  

7. Disconnect the unit from the power supply before cleaning and servicing. 

8. To disconnect the unit, turn controls to off, and turn off power at main disconnect panel. 

9. Do not insert anything or allow debris to enter either the intake or nozzles of the Air Curtain, as 

this may cause an electric shock or fire, or damage the unit. 

10. Do not cover or block intakes or nozzles as overheating of internal components may increase risk 

of fire. 

11. Any electrical appliance or machine may have a risk of internal sparks. Do not install Air Curtain 

in the vicinity of any airborne volatile or flammable compounds, risk of fire or explosion.  

12. Use this unit only as described in this manual. Any other use not recommended by the 

manufacturer may cause fire, electric shock, or injury to persons. 

 

SAVE THESE INSTRUCTIONS! 
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1.3 Design and Function 

Air Curtains are most often used as energy saving devices used in conjunction with the heating and ventilation 

system of a building.  Air Curtains can be installed horizontally or vertically over an opening, typically where a 

temperature difference between interior and exterior is to be maintained.  Though used primarily in building 

applications, air curtains are also used extensively outside of freezers and walk in coolers, for the same reasons, 

and in addition, can be used to prevent insects from entering a building. 

 

Though they can be used as supplementary heaters, the primary, and most efficient use of an Air Curtain, is 

when used to create a “curtain” of air, heated or ambient, to act as a barrier over an opening; preventing external 

air from getting into the building, or air conditioned air from the interior, escaping to the exterior. Opening and 

closing doors can result in a heat loss 70 to 80%, and rooms with a correctly installed Air Curtain are two to 

three times more energy efficient, than a room with no Air Curtain. 

 

Appearance of the Air Curtain AC300-79A 

 

1.4 Included with Delivery 

 Air Curtain. 

 Hardware kit. 

 Installation and Maintenance Instructions. 

 Owner Manual. 

 Control panel.  
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Chapter 2. Operation 

2.1 Specifications 

Series                    AC300 

Model -                                        AC300-79A 

Power supply V/PH/Hz 208/1/60 

Air volume 
cfm 

m3/h 

2090 

3550 

Max. door height 
ft 

m 

11,5 

3,5 

Overall dimensions (LxWxH) 
in 

mm 

78,6х12,7х10,3 

2015x325х265 

Length 
ft 

mm 

6,6 

2000 

Weight 
lb 

kg 

60,5 

27,5 

Max unit current* A 2,2 

Motor input 
hp 

W 

0,56 

420 

Sound level (at 16.4 ft distance) dB(A) 56 

Max motor current A 2,2 

Motor ratings 
V – PH - 

Hz 
208/1/60 

Total power input 
kW 

Hp 

0,42 

0,56 

MCA A 2,5 

MOP A 5 

Fuse 

A 5 

mm 5 x 20 

 

*Maximum unit current in air curtain manual and in label on unit frame is shown at the rated voltage 208V 
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2.2 Operating Conditions 

 

Room temperature not to exceed          -4 to +104°F (-20 to +40°C) 

Relative humidity maximum      68°F (+20°C), 80% 

Interior air quality: Dust and other airborne contaminants must not exceed 10mg/m3 

 

 

2.3 Operating Instructions 

Operating principle 

1. Air fans provide necessary air flow. Room air is sucked in through the air intake and exhaust 

through the nozzle in the form of directed jet. 

2. Air flow velocity can be adjusted in proportion to air pressure on the doorway. Air curtain 

operation forces combined air stream to bend towards the room interior (when the room air is 

heated and the exterior is cold). The more load caused by temperature differences and wind, the 

more should be the air flow velocity from air curtain. Air flow velocity can be adjusted by use of 

setting buttons on the control panel. 

Control panel 

 Air Curtain control is carried out with control panel or with remote control. Control panel has an 

infrared receiver and receive the signals from remote control. 

 There are 5 buttons, 5 light emitting diodes and LCD display on control panel  

 There are ambient temperature sensor and thermostat inside the control panel.  

 Remote control has 5 buttons, infrared transmitter and battery cabinet (AA R6 3 pcs, included). 

  

Note: When operating the air curtain with remote control, maintain a distance of 6 m and angle of 60° 

to the infrared receiver on the control panel. 

 

  

IMPORTANT! 

Do not operate Air Curtains where air borne acids, alkalis, adhesives, flammable substances, 

fibrous (oleoresins, industrial fiber etc.) or any other corrosive contaminants are in the air, 

and/or substances that are damaging to carbon steel, or can clog impeller or air intakes. 
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Figure 5 Control panel, remote control and LCD display 

                                                    

                                               

 

                 

 

 

 

 

  

 

Button symbol Description Terms of use 

 Power on/off Press to turn on/off the unit. 

 Heat settings NOT USED for ambient air curtains. 

 
Fan settings 

Low air flow 

Press once and “low air flow” diode will light up, 

after that low air flow mode will turn on.  

Medium air flow 

Press the button twice and “medium air flow” 

diode will light up, “low air flow” diode will go 

out and medium airflow mode will turn on 

afterwards. 

High air flow 

Press the button three times and “high air flow” 

diode will light up, “medium air flow” diode will 

go out and high airflow mode will turn on 

afterwards.  

  
Temperature settings  

NOT USED for ambient air curtains. 

LCD display shows room temperature. 

NOTE: 

LCD display symbols « » « » « » DO NOT USED for ambient air curtains. 

 

  

Infrared receiver 

Power on/off 

Temperature 
settings 

Heat settings Fan settings 

Power on/off 

Heat settings 

Fan settings 

Temperature 
settings 

LCD display 
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Chapter 3. Maintenance 

3.1 Maintenance instructions 

  
 IMPORTANT!  

Prior to cleaning or inspection make sure the power has been turned off at the circuit breaker 

panel and that the heating element of Air Curtain is cool. 

 

To ensure reliable and efficient operation of Air Curtains regular maintenance is required. 

All maintenance must be performed by qualified personnel only. 

Air Curtain require cleaning when necessary at least once year. Grille, impeller and elements must be 

vacuumed or dried clean with a damp cloth. 

Service instruction can be found in the Installation and Maintenance Instructions. 

3.2 Transport, handling, storage 

1. Air Curtains are packed in a cardboard boxes and/or crates, with additional interior foam 

protection. Packed Air Curtains can be transported by all modes of sheltered transport, with 

average temperature from -58F (-50C) to 122F (+50) and with the average relative 

humidity of 80% (at 68 F (20C)) in accordance with instructions posted on the packaging.   

2. Air Curtains should be stored in manufacturer’s packaging with average temperature from -

58F (-50C) to 122F (+50) and with the average relative humidity of 80% (at 68 F (20C)) 

in accordance with instructions posted on the packaging.  

3. Inspect Air Curtains upon receipt.  Notify transport company immediately if any damage noted 

upon delivery. 
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Chapter 4.Warranty statement 

The guarantee is only valid if the Heat Saving Systems units are used in the manner intended by the 

manufacturer and in accordance with the Installation and Maintenance Instructions. 

Heat Saving Systems /Teplomash warranties the Air Curtain for 2 (two) years after delivery.  

Manufacturer will repair or replace, free of charge, any component for the duration of the warranty 

period in the case of malfunction due to manufacturing defect.  

Heat Saving Systems /Teplomash warranties Air Curtains and factory supplied components, against 

any rust penetration; to be defined as penetrate entirely through a surface, or part thereof, in or on the 

body of the Air Curtain.   

Heat Saving Systems /Teplomash excludes liability for: 

 Damage due to delivery mishandling 

 Improper installation or operation 

 Use of unspecified components during or after initial installation or in the course of operation 

 Unauthorized modifications or additions 

 Normal wear and tear of components 

 Improper start up procedures as specified in the Installation and Operation Instructions  

 Failure to comply with maintenance schedule (above) 

 

All claims must be signed, and presented on installer’s letterhead, accompanied by a report detailing 

the defect, location, operating conditions and proof of maintenance. 

 

In the event of a warranty claim, Heat Saving Systems and Teplomash, at its own discretion, reserve 

the right to engage the services of an independent 3rd party mechanical or electrical consultant to 

inspect, service or make repairs. If such assessment determines improper installation or use, any 

incurred expenses maybe charged back to claimant. 
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Heat Saving Systems Air Curtains are designed and manufactured in compliance with UL STD 2021, 

NSF STD 37. Air Curtains are certified to CAN/CSA C22.2 STD No. 46.  

 

Air Curtain ____________________________________________ 

 

Factory number № ______________________________________ 

 

Date of manufacturing   ____________________   L.S.    ______________   

                                               (signature) 

Air curtain was installed and connected according to manual by: 

Quality control  ________________________________________________________ 

                                                             (position, print name, signature) 
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